


"EUROPE"  
Zoom Profile Spotlights 2000 W

Specifications

Housing

• The housing is built in 2 sections :
- The lens tube fitted with a front cassette which

provides 2 sets of runners for insertion of
245 x 245 mm (DIN 15560) accessories.  
The cassette is designed for preventing light spill. It
can be easily removed and rotated in any position at
90°. 

- The lamp house equipped with a spring-loaded 4-
shutter gate assembly and extended runners for a
drop-in iris diaphragm and a gobo-holder.

• The lens tube and the lamp house are fitted with sliding
lids for easy access to lenses and lamp.

• The lamp house is rotatable through 360° with respect to
the lens tube and vice-versa.  Effective clamping without
any tool.
A click-stop detent helps finding the normal position. 

• The shutter gate contains 4 removable, stainless steel
beam shaping shutters with anti-reflection coating,
working in 2 planes.

• The back-end plate is fitted with a strong grab handle and
CEE 22 power connector.

• Front and back-end plates of injected aluminium.  Main
body of extruded aluminium sections.

• Overall finish in non-reflective, heat and wear resisting
black paint.

Positioning Mechanism

• A strong steel yoke, with positive tiltlock mechanism on
both sides, can slide along 2 slots provided over the full
length of the housing to allow spotlight balance in any
position.

• Clamping is by one clutch type handle which does not
interfere with the shutters.

• 2 sets of holes in the yoke arms to allow high or low
positioning of the spotlight.

• 5 holes in the transverse arm of the yoke for fixing on a
hook clamp or a DIN 15560 plate.

• Slanted yoke available as an option.

Optical System

• Spherical reflector of pure, polished, anodised aluminium.
• Aspherical condenser lens.
• Intermediate spherical lens.
• Zoom optics consisting of 2 to 4 polished plano-convex

lenses.
• All lenses with anti-reflection coating. 
• Optional zoom glass diffuser for sharp to soft edge beam

conversion. 
• Focusing mechanism with smooth control by 2 screw

knobs + zoom scale for easy repetitive adjustments.
• Knob for beam edge sharpness fine adjustment.

Electromechanical Components

• 2 m silicone power cable (2 x 1.5 + 1.5 mm2) with CEE 22
female connector on the luminaire side. 

• GY16 lampholder for 220/240V, 2000 W tungsten
halogen lamps with 70 mm light center length (LCL). 

• Low noise fan.

Safety / Reliability

• This equipment complies with all applicable European
directives and carries a CE mark.

• A safety mechanism prevents access to the lamp without
first disconnecting the power cable. 

• The power connector is secured by a stirrup. 
• The spotlight does not present any sharp edge. 
• An anchorage ring is provided for safety bond.
• Spring lock mechanisms prevent accidental drop-out of

accessories.
• All handles and control knobs are heat insulated.
• All metal parts are protected against corrosion. 
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"EUROPE"  
Zoom Profile Spotlights 2000 W

Photometric Data

DS 205 13° - 36°

• 3 zoom lenses and
condenser optics

Dimensions (A x B x C) : 810 x 420 x 500 mm
Net weight : 22.7 kg
Packing : 835 x 450 x 370 mm
Gross weight : 27.2 kg
9 units per pallet

2000 W / 52,000 lm Distance (m) 6 9 12 15 18 21 24 27

Min. Angle : 13° Ø Beam (m) 1.4 2 2.7 3.4 4.1 4.8 5.5 6.2
Light Level (lux) 18470 8210 4620 2960 2050 1510 1155 910

Max. Angle : 36° Ø Beam (m) 3.9 5.9 7.8 9.8 11.7 13.7 15.6 17.6
Light Level (lux) 2920 1300 730 470 325 240 182 144

Typical values

DN 205 10° - 22°

• 2 zoom lenses and
condenser optics

Dimensions (A x B x C) : 935 x 420 x 500 mm
Net weight : 22.9 kg
Packing : 990 x 450 x 370 mm
Gross weight : 27.4 kg
9 units per pallet

2000 W / 52,000 lm Distance (m) 6 9 12 15 18 21 24 27

Min. Angle : 10° Ø Beam (m) 1 1.6 2.1 2.6 3.15 3.7 4.2 4.7
Light Level (lux) 24440 10860 6110 3910 2720 1995 1530 1210

Max. Angle : 22° Ø Beam (m) 2.3 3.5 4.7 5.8 7 8.2 9.3 10.5
Light Level (lux) 6940 3090 1740 1110 770 570 430 340

DVW 205   30° - 54°

• 4 zoom lenses and
condenser optics

Dimensions (A x B x C) : 700 x 420 x 500 mm
Net weight : 21.3 kg
Packing : 835 x 450 x 370 mm
Gross weight : 25.8 kg
9 units per pallet

2000 W / 52,000 lm Distance (m) 2.5 5 7.5 10 12.5 15 17.5 20

Min. Angle : 30° Ø Beam (m) 1.3 2.7 4 5.4 6.1 8 9.4 10.7
Light Level (lux) 20480 5120 2280 1280 820 570 420 320

Max. Angle : 54° Ø Beam (m) 2.6 5.1 7.6 10.2 12.7 15.3 17.8 20.4
Light Level (lux) 8480 2120 940 530 340 240 170 130
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Accessories

Set of 4 carboard filter frames (245 x 245 mm) • • • PFC/245

Metal filter frame (245 x 245 mm) • • • PFM/245

Safety grid (245 x 245 mm) • • • GR/245

“A” size gobo holder with retention ring • • • SP-GO/A

“B” size gobo holder • • • SP-GO/B

Iris diaphragm Ø 75 • • • OR/75

Iris diaphragm Ø 80 • • •       OR/80

Iris diaphragm Ø 80 with black-out • • • OR/80/BO

Glass diffuser 98 x 98 for mounting on gobo holder type A • • • VD/98

Glass diffuser 120 x 120 for mounting on zoom lens • • • VD/120

Hook clamp for Ø 35 to 50 mm tubes • • • A20

Hook clamp for Ø 35 to 50 mm tubes • • • A25

Hook clamp for Ø 45 to 60 mm tubes • • • A30

1.2 m spotlight safety cable • • • CAS 120/N

Slanted yoke • • • LC/2

DIN spigot • • • PIVOT DIN
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Spare Parts

2 m cable (2 x 1.5 + 1.5 mm2) without male plug • • • C. EUROPE

CEE 22 female plug • • • CEE22/PLUG

GY16 lampholder kit • • • KIT/GY16/D2

Ø 68 mm condenser lens • • • LDOC68

Ø 114 mm intermediate lens • • • PC114/RC102

Ø 114 mm zoom 1 PC lens • • • PC114/RC163

zoom 3 PC lens • PC114/RC163

Ø 114 mm zoom 2 PC lens • • PC114/RC150

Ø 203 mm zoom 2 PC lens • PC203/RC245

Ø 203 mm zoom 3 PC lens • PC203/RC216

Ø 114 mm zoom 4 PC lens • PC114/RC216

Set of 4 beam shaping shutters • • • CM/D105-205

Retention ring for gobo size A • • • RR/GO/A

Reference

1106.25.253

ADB - Your Partner for Light ISO 9001 : 2000 certified
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www.adblighting.com

Belgium N.V. ADB-TTV Technologies S.A.
(Group Headquarters) Leuvensesteenweg 585, B-1930 Zaventem
Tel : 32.2.709.32.11, Fax : 32.2.709.32.80, E-Mail : adb@adblighting.com

Deutschland ADB GmbH Dieselstraße 4, D-63165 Mühlheim am Main 
Tel : 49.6108.91.250, Fax : 49.6108.91.25.25, E-Mail : info@adblighting.de

France ADB S.A.S. Sales office: 168/170, boulevard Camélinat  F-92240 Malakoff
Tel : 33.1.41.17.48.50, Fax : 33.1.42.53.54.76, E-Mail : adb.fr@adblighting.com

Factory & group logistics centre: Zone industrielle Rouvroy F-02100 Saint-Quentin
Tel : 33.3.23.06.35.70, Fax : 33.3.23.67.66.56, E-Mail : adb.fr@adblighting.com


